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JT-G695 

CWDM アプリケーションのための光インタフェース 

 

Ⅰ. ＜概要＞ 

本標準は 10Gbit/s までかつ 16 チャネルまでの低密度波長分割多重(CWDM)アプ

リケーション物理層インタフェースの光パラメータを提供する。アプリケーションは２つ

の異なる方法を用いて定義される。ひとつは、マルチチャネル・インタフェース・パラメ

ータでもうひとつはシングルチャネル・インタフェース・パラメータである。また、単方向

と双方向のアプリケーションを定義するものである。 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ⅱ. ＜参考＞ 

１．国際勧告等の関連 

本標準は、ITU-T 勧告 G.695 (11/2009)に準拠したものである。 

 

２．上記の勧告等に対する追加項目等 

2. 1 オプション選択項目 

 JT-G695 

Optical interfaces for coarse wavelength division multiplexing applications  

 

Ⅰ.＜Overview＞ 

This Recommendation applies to optical interfaces for coarse wavelength division 

multiplexing (CWDM) optical line systems for network applications using single-mode 

optical fibres. This Recommendation defines and provides values for optical interface 

parameters of physical point to point and ring CWDM system applications. Their 

principal purpose is to enable transversely (multi-vendor) compatible interfaces. 

Applications are defined using two different methods, one using multichannel interface 

parameters and the other using single-channel interface parameters. Both 

unidirectional and bidirectional applications are specified. 

This Recommendation describes optical line systems that include the following 

features: 

- Maximum number of channels: Up to 16. 

- Bit-rate of signal channel: Up to NRZ 10G. 

The CWDM wavelength grid is provided in [ITU-T G.694.2]. 

Specifications are organized according to application codes. 

In the future, applications enabling full transverse compatibility at both the 

multichannel and single channel interface points may be included. 

From ITU-T G.695(11/2009) © ITU-T 

 

Ⅱ. ＜References＞ 

１. Relation with international standards 

This standard is based on ITU-T G.695 approved on Nov. 2009. 

 

２. Departures with international standards 

2.1 Selection of optional items 
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なし 

2. 2 ナショナルマター項目 

なし 

2. 3 追加項目 

なし 

2. 4 削除項目 

なし 

2. 5 変更項目 

なし 

2. 6 章立ての相違 

なし 

2. 7 その他 

なし 

 

３．改版の履歴 

版 数 制  定  日 改 版 内 容 

第 1 版 2009 年 8 月 31 日 制 定 

第 2 版 2011 年 2 月 23 日 NRZ10G アプリケーションの追加 

 

４．標準作成部門 

情報転送専門委員会 
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３. Change history 

Versions Date Outline 

1 Aug. 31, 2009 Established 

2 Feb. 23, 2011 Addition of NRZ10G application 

 

４. Working Group that developed this standard 

NNI and UNI Transmission Working Group 
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