
JT-I231  Circuit-mode Bearer Service Categories 
 

1.Relations with international standards 
   JT-I231 standard is revised to be reflected on ITU-T Recommendations I.231.6, I.231.7 and I.231.8 approved in July 1996 

since the previous standard was based on I.231 (Blue Book 1988 version), I.231.10 approved in August 1992, I.231.9 that is 

approved by WTSC-93 in march 1993. 

 

2.Summary of departures from ITU-T Recommendations 
   None 

 
3.History of revised versions 
 

Version Date Outline 

1 April 28, 1989 Established 

2 April 27, 1993 Added the standard corresponding to ITU-T 

recommendation I.231 (I. 231.10) approved in 

August, 1992. 

3 April 27, 1994 Added the standard corresponding to ITU-T 

recommendation I.231 (I. 231.9) approved by 

WTSC-93 in March, 1993. 

4 November 27, 1996 Updated based on the ITU-T recommendation 

I.231 (I. 231.6, 7, 8) approved in July, 1996. 

 
4.Others 

(1) Recommendations and Standards to be referred by JT-I231[Ⅹ] 

  (ⅰ) TTC Standards 

     JT-I220, JT-I231[ⅴ], JT-I231[Ⅵ], JT-I231[Ⅶ], JT-I231[Ⅷ], JT-I254[Ⅰ], JT-I254[Ⅱ] 

 (2) Recommendations and Standards to be referred by JT-I231[Ⅸ] 

  (ⅰ) TTC Standards 

     JT-G711, JT-G722, JT-G725 

 

 

 


