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JT-Y1731 

イーサネットの OAM 機能とメカニズム 

 

 

Ⅰ. ＜概要＞ 

本標準は、ETH レイヤのネットワークおよびサービスを運用、維持するのに必要な

メカニズムについて規定する。また、イーサネット OAM フレームフォーマットおよび

OAMフレームフィールドの構文と意味を規定する。本標準に記載されているOAMメカ

ニズムは、ポイントツーポイントの ETH 接続およびマルチポイントツーマルチポイント

およびルーテッドマルチポイント接続を含むマルチポイントの ETH 接続の両方に適用

される。本標準に記載されている OAM メカニズムは、ETH レイヤがどのように管理さ

れているのか(例えば、NMS または OSS を使用している)に関係なく、あらゆる環境に

適用できる。 

本標準はイーサネット仕様 ITU-T G.8010 準拠であり、G.8010は IEEE 802.1Q および

IEEE 802.3 からなる。イーサネット網で使用されているサーバーレイヤネットワークの

OAM 機能については、本標準の範囲外である。ETH レイヤより上位のレイヤの OAM

機能についても、本標準の範囲外である。 

 

 

 

 

Ⅱ. ＜参考＞ 

１. 国際勧告等との関係 

本標準は、ITU-T勧告2018年3月版のY.1731 Corrigendum.1に準拠したものである。 

 

 

２. 追加項目等 

2.1 オプション選択項目 

 JT-Y1731 

Operation, administration and maintenance (OAM) functions and mechanisms for 

Ethernet-based networks 

 

Ⅰ.＜Overview＞ 

This Recommendation specifies mechanisms required to operate and maintain the 

network and service aspects of the ETH layer. It also specifies the Ethernet OAM 

frame formats and syntax and semantics of OAM frame fields. The OAM mechanisms 

as described in this Recommendation apply to both point-to-point ETH connections 

and multipoint ETH connectivity including both multipoint to-multipoint and 

rooted-multipoint connections. The OAM mechanisms as described in this 

Recommendation are applicable to any environment independently of how the ETH 

layer is managed (e.g., using network management systems or operational support 

systems). 

The architectural basis for this Recommendation is the Ethernet specification [ITU-T 

G.8010] which also accounts for [IEEE 802.1Q] and [IEEE 802.3]. The OAM functions 

of the server layer networks used by the Ethernet network are not within the scope of 

this Recommendation. The OAM functions of the layers above the ETH layer are not 

within the scope of this Recommendation either. 
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2.2 ナショナルマター項目 
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